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Sira digi bir form, sira disi bir 1s1k: ARCHE

ARCHE i¢in kivrimli hatlari dikdortgen formla birlestiren fiituristik bir tirtin tasarlama fikrinden
yola cikildi. ARCHE, sira disi formunun yaninda sade ve dengeli bir durusa da sahip. Bu ¢ok
farkh Urliniin tasariminda, ytizey cizgilerinin kaybolmasiyla beraber glincel mimari akimlara atifta
bulunuldu.

ARCHE'nin modern ve dikdértgen formlu govdesi, yliksek verimli ve fonksiyonel bir spot ile
yonlendirilebilen bir ankastre Uriin seklinde karsimiza ¢ikiyor. Yan yana dizilmis iki tane yiiksek
verimli dortlii LED ¢ipinin Ustiine entegre edilen 6zel kare lens setleri sayesinde, ARCHE'den ¢ok
temiz ve kontrolll bir 1sik elde ediliyor.

25W gliciine ulasan triinden, 6zel sogutma kanallari ile yliksek bir verim yakalanabiliyor. Standart
siyah ve beyaz renkler diginda siyah/beyaz ve siyah/kirmizi renklerin kombinasyonu sayesinde,
yalin durusuna renk alternatiflerini de ekleyen ARCHE, farkl kullanimlara uyum saglayabiliyor.

Spot Uriin, stirliciilii ray adaptori ile tavanlarda estetik agidan daha temiz bir gortintiintin
olugmasina olanak taniyor. iki noktadan baglanan cift kollu sik mafsalin tasarim detayi, hem ana
govde formunun etkisini giiglendiriyor, hem de Uriine dengeli bir durus kazandiriyor. Yine ayni
gligte LED'lerin kullanildigi ankastre Uriin ise dikey eksende 20° yonlendirilebiliyor.

ARCHE ile aydinlatmada sira disi bir formun ayricaligini yasayin.

Kullanim Alanlan:

ARCHE Uriin ailesi, genel aydinlatmanin yani sira 6zellikle vurgu aydinlatmasina ihtiyag duyulan
magazalar, aligsveris merkezleri, marketler, sanat galerileri, miizeler gibi yerlerde komple bir
aydinlatma ¢6ziiml sunuyor. Ayrica asma tavan veya ray spot uygulamasina yer verilen evlerdeki
tablo, heykel vb. dekoratif objelerin aydinlatmasinda da kullanilabilir.

An extraordinary light out of an extraordinary form: ARCHE

The design idea behind ARCHE was to create a futuristic luminaire that combines some
rounded lines with a rectangular body form. ARCHE has a pure and solid stance besides its
extraordinary shape. Disappearing surface lines of the product refer to recent achtitectural
trends, in a way.

ARCHE's modern and rectangular product body appears in highly efficient and functional
spotlight as well as an adjustable recessed luminaire. Thanks to two sets of exclusive quartet
lens that are placed on top of double pieces of quartet & highly efficient LED chips, the
ARCHE emits a very clean and controlled light.

Thanks to special cooling channels inside the body, the product is driven up to as high as
25W to reach an impressive efficiency level. Apart from standard black and white colors,
combination of black/white and black/red color schemes ensure that ARCHE could offer
various color alternatives and hence it's suitable to use in different spaces.

The spotlight, that its integrated track adaptor allows for a cleaner appearance in terms of
aesthetics of the ceilings, has also specially designed U-shaped joint. That stylish joint, not
only underlines the solid stance of the product but also confirms the effect of the impressive
main body. The recessed product includes similarly powered LEDs.

Enyoj the privilige of a different form of lighting with ARCHE

Application Areas:

ARCHE product family offers a complete lighting solutions in places like shops, shopping
malls, markets, art galleries, museums where accent lighting is especially needed in addition
to general lighting purposes. Beside this, it can be used to illuminate the decorative objects
such as statues, painting tables in homes where suspended ceiling is applied or spotlights are
preferred.
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TEKNIK ACIKLAMALAR / TECHNICAL DESCRIPTION

ARKA KAPAK
LAMP 83 tasarimi, dikey eksende 90° ve yatay eksende
330° yonlendirilebilir polikarbon (PC) mafsal

JOINT

Adjustability to allow 90° tilting for the vertical axis and
330° rotating for the horizontal axis LAMP 83 design
polycarbon (PC) joint

SOGUTUCU GOVDE
LAMP 83 tasarimi, 6zel alliminyum alagimli, yiiksek termal
gegirgenlikli sogutucu gévde

HEATSINK BODY
Special aluminium alloy body and highly thermal
transmittant heatsink, designed by LAMP 83

LED

Yeni nesil dahili elektronik korumali LED gipi
L80 50.000 saat omiirlii

Beyaz renkte standart sapma, SDCM 3

LED

New generation LED chip with internal electronic protection
L80 50.000 hours life time

Standart Deviation Color Matching SDCM 3

ELEKTRONIK KART

Aliiminyum katman, yiiksek termal gegirgenlik, diisiik kagak
kapasitesi, otomatik ylizey montaj teknolojisiyle iiretilmis
LED tasiyici elektronik kart

Basmali soket 6zelligiyle lehimsiz kablolama tasarimi

DN

PRINTED CIRCUIT

LED carrier printed circuit board, produced via automatic
surface mounting technology, with aluminium layer,
highly thermal transmittant and low stray capacitance
Solderless wiring design thanks to terminal block
connectors
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SURUCULU RAY ADAPTORU

Ray soketine entegre edilmis yeni nesil,
50.000 saat omiirlii, diisiik dalgalanmali,
sabit akimli, Avrupa orjinli LED siiriicii
On/Off ve DALI segenekli

TRACK ADAPTOR

New generation, 50.000 hours, low ripple,
constant current, European origin LED driver
integrated into the lighting track adaptor
On/Off and DALI options

MAFSAL

LAMP 83 tasarimi, dikey eksende 90°
ve yatay eksende 330° yonlendirilebilir
polikarbon (PC) mafsal

LENS
UV 6zellikli PMMA seffaf lens
26° ve 54° agl secenekleri

JOINT

Adjustability to allow 90° tilting for the
vertical axis and 330° rotating for the
horizontal axis LAMP 83 design
polycarbon (PC) joint

GERGEVE

LAMP 83 tasarimi, 6zel aliiminyum alagimli,
termal gegirgen 6zellikli, lens merkezleme ve
govde on gercevesi

LENS
UV featured PMMA transparent lens
26°and 54° beam angle

FRAME

LAMP 83 designed, special aluminium alloy
and higly thermal transmittant front frame
to center lenses
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ARCHE SPOT / SPOTLIGHT ®

ARCHE ANKASTRE / RECESSED

OO0
ErvEs

C
CASAMBI
ir\sn:le\)

- Ozel dikdértgen formda spot ve ankastre gévde secenegi

- Kombinasyonlarla beraber dort farkli renk secenegi

+ 25W A+ sinifi enerji verimli, L 80 50.000 saat omiirlti LED

+ 2800 ltimen (LED) 151k akisi

+ 26° - 54° 6zel tasarim optik lensler ile miikemmel i1sik kontroll

+ 3000K - 4000K (CCT) 151k renk sicakhigi SDCM 3

+ Spot Uriin dikeyde 90°, ankastre irlin dikeyde 20° yonlendirilebilir
+ DALI dim secenegi, Otomasyona uyumlu (opsiyonel)

+ Ankastre iiriinlerde 3 saat siireli acil durum batarya kiti (opsiyonel)

- Spotlight and recessed body options in special rectangular form

- Four different color versions including combinations

- Class A+ energy efficient & L 80 50.000 hours life time 25W LED power
+ LED lumen output of 2.800 Im

+ 26°—54° special designed optical lenses to provide perfect light control
+ CCT light color temperature: 3000K — 4000K SDCM 3

« Adjustability up to 90° in vertical for spotlight, 20° for recessed body

« DALI dimm option, suitable for Automation (optional)

- Emergency kit is available with 3-hours battery pack for recessed

products (optional)
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ARCHE SPOT / SPOTLIGHT ®

c| @ ¢

330° W+ Im Standard DALI Dimm
;j gi v 25W 2800 Im L SP4909032 L SP4909042
o~
90°

3000K - 4000K - 1300 gr Al CE w20 ss0° [O X

Renkler [ Colors
01 Komple Beyaz | White
02 Komple Siyah [ Black
03 Beyaz govde, Siyah cergeve | White body, Black frame
04 Siyah gévde, Kirmizi gergeve | Black body, Red frame
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Uriinleri, tabloda belirtilen versiyonlarla almak istiyorsaniz, iiriin kodunun sonuna ilgili harfi ekledikten sonra LAMP 83 miisteri temsilciniz ile temasa gegebilirsiniz.
If you would like to buy the products featuring options given in the table, please add relevant letter code to the end of product code and consult your LAMP 83 customer representative.

Casambi kontrol Tunable white - 2700K~6500K Acil kit - 3 saat Ahsap renkli Ist haritasi
Casambi control Tunable white - 2700K~6500K Emergency kit - 3 hours Wooden color Heat map

Uriinlerimizle ilgili daha detayli teknik bilgileri ve 151k egrilerini www.lamp83.com.tr web sitemizde bulabilirsiniz. / Please visit www.lamp83.com.tr for further technical information and light distribution datas.
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ARCHE ANKASTRE / RECESSED

'$ Q:% LAl W e Im Standard DALI Dimm
. 26° = .
20 2 LBO;XZTZB o1 es 25W - 2800 Im LAN4909032 L AN4909042

3-8 e O

3000K - 4000K + 2000 - 2350 gr Al CE P20 850 © O XD

Uriinleri, tabloda belirtilen versiyonlarla almak istiyorsaniz, iiriin kodunun sonuna ilgili harfi ekledikten sonra LAMP 83 miisteri temsilciniz ile temasa gegebilirsiniz.
If you would like to buy the products featuring options given in the table, please add relevant letter code to the end of product code and consult your LAMP 83 customer representative.

Casambi kontrol Tunable white - 2700K~6500K Acil kit - 3 saat Ahsap renkli Ist haritasi
Casambi control Tunable white - 2700K~6500K Emergency kit - 3 hours Wooden color Heat map

Uriinlerimizle ilgili daha detayli teknik bilgileri ve 151k egrilerini www.lamp83.com.tr web sitemizde bulabilirsiniz. / Please visit www.lamp83.com.tr for further technical information and light distribution datas.
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